ABSTRACT: Hydrothermal oxidation (HTO) provides an efficient technique to completely destroy wet organic wastes. In this study, HTO was applied to treat fecal sludge at well-defined experimental conditions. Four different kinetic models were adjusted to the obtained data. Among others, a distributed activation energy model (DAEM) was applied. A total of 33 experiments were carried out in an unstirred batch reactor with pressurized air as the oxidant at temperatures of <470°C, oxygen-to-fuel equivalence ratios between 0 and 1.9, feed concentrations between 3.9 and 9.8 mol TOC L −1 (TOC = total organic carbon), and reaction times between 86 and 1572 s. Decomposition of the fecal sludge was monitored by means of the conversion of TOC to CO 2 and CO. In the presence of oxygen, ignition of the reaction was observed around 300°C, followed by further rapid decomposition of the organic material. The TOC was completely decomposed to CO 2 within 25 min at 470°C and an oxygen-to-fuel equivalence ratio of 1.2. CO was formed as an intermediate product, and no other combustible products were found in the gas. At certain reaction conditions, the formation of unwanted coke and tarlike products occurred. The reaction temperature and oxygen-to-fuel equivalence ratio showed a significant influence on TOC conversion, while the initial TOC concentration did not. Conversion of TOC to CO 2 could be well described with a first-order rate law and an activation energy of 39 kJ mol −1 .
INTRODUCTION
According to an estimate of the World Health Organization (WHO) for 2015, approximately 2.4 billion people worldwide have no access to hygienically safe sanitation facilities. The lack of a safe sanitation infrastructure is especially encountered in rural areas of low-income countries and in informal urban settlements (slums). Problems that arise from the lack of sanitation are, for example, contamination of drinking water, the promotion of diseases, and high infant mortalities. 1 Decentral collection and treatment of the fecal matter could provide a solution for this problem. Because a supply of electric energy might be scarce in the target regions, treatment technologies that work "off the grid" are necessary. Hydrothermal oxidation (HTO) could provide a technology that allows safe in situ sanitation of fecal matter and does not require an external infrastructure.
HTO is a process by which organic material is subjected to temperatures between ca. 300 and 700°C and pressures between ca. 24 and 44 MPa in the presence of an oxidant and water. The material is rapidly decomposed to carbon dioxide (CO 2 ), ammonia (NH 3 ), water (H 2 O) and its mineral components. 2, 3 Pure gaseous oxygen (O 2 ), air, and hydrogen peroxide (H 2 O 2 ) have been mostly used as oxidants. 3 The term supercritical water oxidation is used for HTO processes performed at thermodynamic conditions above the critical point of water (374°C, 22.1 MPa). 2, 4 The term wet air oxidation is commonly used for processes performed in liquid water at lower temperatures and pressures. 5−7 Fecal matter is a semisolid waste product of human digestion consisting of H 2 O (63−86%), organic compounds (84−93% of total solids), and inorganic salts (7−16% of total solids). The organic fraction (volatile solids, VS) of fecal sludge contains bacteria (25−54% of VS), carbohydrates (5−25% of VS), proteins and nitrogen-containing compounds (2−25% of VS), lipids (9−16% of VS) and fiber (<25% of VS). 8, 9 During HTO, biomass polymers, such as polysaccharides, proteins, and fats, are hydrolyzed into their oligomers and monomers 10, 11 which are subsequently oxidized. 12−14 Price 15 investigated HTO of a mixture of fecal sludge and urine in a continuous reactor system. O 2 was used as the oxidant. Conversions of total organic carbon (TOC) ranged from 80−96.3% at 24 min of residence time and 280−300°C to 87−93% at 3−5 min of residence time and 400−440°C. Takahashi and co-workers 16, 17 investigated HTO of fecal matter using a stirred cylindrical batch reactor. After 1 h, total conversion of the chemical oxygen demand (COD) was achieved at supercritical conditions (375−450°C), while 30%, 75%, and 90% conversion were achieved at 250, 300, and 350°C, respectively. Under subcritical conditions, total removal of COD was only possible when a catalyst was applied (gold, palladium, platinum, rhodium, or ruthenium). The work of Jagow 18 confirms these findings. He compared HTO of fecal waste in a continuously stirred tank reactor and a packed-bed reactor at temperatures between 230 and 340°C using air as the oxidant. He showed that the TOC conversion could be raised from 70−90% to >98% by the application of a catalyst at subcritical conditions. Takahashi et al. 16 also showed that amine-derived nitrogen contained in fecal matter is converted mainly to NH 3 at temperatures of <550°C. At temperatures of >600°C, the main part of nitrogen is converted to dinitrogen (N 2 ) and nitrous oxide. Miller et al. 19 investigated supercritical water oxidation of a model fecal sludge in a continuous reactor system. They examined different process parameters such as the reactor inlet temperature (500−600°C), solids concentration of the feed (5−8% by weight), reactor pressure, and oxygen-to-fuel equivalence ratio (1.3−1.5). They found that the latter had the greatest influence on their process.
In this study, the treatment of fecal sludge by HTO was investigated at well-defined experimental conditions. The aim was to obtain a kinetic model that is able to accurately predict fecal sludge decomposition over the tested range of experimental conditions for the development of a prototype application. Conversion of TOC to its gaseous oxidation products CO 2 and carbon monoxide (CO) was measured under varying reaction conditions: reaction temperature, reaction time, oxygento-fuel equivalence ratio, and feces dilution (or feed concentration). The data were used to adjust the kinetic parameters for four different reaction models. The obtained best-fit parameters of those models were compared to each other and to literature values of similar materials.
MATERIALS AND METHODS
2.1. Composition of the Fecal Sludge. The fecal sludge used in this study was obtained from the Swiss Federal Institute of Aquatic Science and Technology, EAWAG, Dubendorf, Switzerland, collected from a diversion toilet. Urine and other material (e.g., toilet paper) were not mixed with the sludge. After a 3-month collection period, the material was homogenized using a kitchen mixer and deep-frozen in freezer bags in portions of 250 g.
Three random samples were taken from the thawed material and analyzed (Table 1) . Parts of the samples were dried to constant weight using an LP16 thermogravimetric moisture analyzer (Mettler Toledo, Greifensee, Switzerland). The ash content was determined according to Sluiter et al. (2008) by incinerating dried samples in a muffle furnace at a maximum temperature of 575°C for 3 h 20 (two repetitions per sample). The higher heating value (HHV) of the dried samples was determined using an IKA C1 bomb calorimeter (Cole-Parmer, USA; three repetitions per sample). The carbon, hydrogen, and sulfur contents of the wet fecal sludge were determined using a Vario ElCube elemental analyzer (Elementar, Germany; five repetitions per sample). The carbon, hydrogen, and nitrogen contents of the dried material were measured by a TrueSpec Micro elemental analyzer. The oxygen content was measured by a RO-487 analyzer and the sulfur content by a CHNS-932 analyzer (Leco, USA; two repetitions per sample).
Most of the obtained results are in good agreement with the literature data of feces composition. 8, 9 The measured HHV is higher than the average feces HHV reported in the literature (17.2 MJ kg
−1
). 9 Feces used in this study originate most likely from a protein-rich nutrition that especially affects their HHV and nitrogen contents. We note that the composition of feces encountered in developing countries might be substantially different, presumably exhibiting lower HHVs.
Batch Reactor Setup and Experimental Procedure.
For the experiments, an unstirred cylindrical batch reactor (length, 152.5 mm; inner diameter, 13.5 mm; volume, 24.7 mL) made of 316 L stainless steel (HIP, USA) was used (Figure 1 , left). The reactor was heated by immersion into a preheated fluidized sand bath (Techne SBL-2D). The sand was fluidized using pressurized air to achieve rapid heating of the reactor. A stainless steel capillary was attached to the reactor connecting a pressure sensor, a relief valve, and a valve for charging the reactor with pressurized synthetic air. The reaction temperature was measured by a thermocouple situated 14 mm above the reactor bottom (i.e., in the liquid or supercritical reaction phase), except for experiments labeled "Midtemp", in which the reaction temperature was measured in the middle of the reactor (i.e., in the gas phase or supercritical reaction phase).
The upper measuring and charging section of the reactor remained unheated throughout the experiment. The resulting unheated dead volume was 6.6 mL (ca. 21% of the total reactor volume). The influence of this dead volume on the reaction was assumed to be small because oxygen that stayed inside this region was considered not to be accessible for the reaction. This assumption was verified by a test experiment in which a substoichiometric amount of oxygen was supplied (λ < 1). After a reaction time sufficient for complete oxidation (30 min, 470°C; i.e., all oxygen should have been consumed by the reaction), the product gas contained approximately the same amount of oxygen that was calculated to fit into the dead volume, whereas the fecal sludge sample was not fully oxidized. We presume that a liquid water droplet condenses inside the steel capillary during reactor heatup, blocking mass transport between the hot reaction chamber and the dead volume.
For each experiment, a defined amount (0.8−1.4 g) of wet fecal sludge was weighed into the reactor. For dilution of the initial TOC content, additional distilled water was added to the reactor. The reactor was charged with pressurized synthetic air (19.15 ± 0.08 mol % O 2 in N 2 ). The oxygen-to-fuel equivalence ratio (eq 3) was set by adjusting the ratio of supplied air pressure to the amount of dry fecal mass in the reactor. The reactor was 
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Article heated until the desired retention time was reached. To stop the reaction, the reactor was quenched in a water bath. A typical evolution of the pressure and temperature is shown in Figure 1 (right). The heat-up times, defined to reach 95% of the final temperature, were in the range of 6−8 min. The decomposition of the sludge during the heat-up time was accounted for in the kinetic modeling (eq 11).
As reaction products, a suspension of liquid and solid particles and a gas phase were obtained. The gas was collected in a gas sampling bag. These bags were purged with N 2 and, subsequently, evacuated. This procedure was repeated three times before reuse of each bag. The composition of the product gas (CO 2 , CO, CH 4 , O 2 , N 2 , and H 2 ) was analyzed using an HP 6890 gas chromatograph and a thermal conductivity detector (both Agilent, USA). Helium was used as the carrier gas. For the separation of CO 2 , an HP PLOT Q column (30 m × 0.53 mm; 0.40 μm film thickness) made of divinylbenzene−styrene porous polymer was used. For the separation of all other gases, an AT-Molecular Sieve column (30 m × 0.53 mm) was used. The total product gas volume was determined using a 1000 mL gastight syringe (Hamilton, USA). The liquid reaction product of each experiment was drained from the reactor, weighed, and filtered through a syringe filter (0.45 μm pore size). The filtrate was diluted by a factor of 20 or 50. The dissolved organic carbon (DOC) and dissolved inorganic carbon (DIC) of the diluted filtrate were determined using a Dimatoc 2000 TOC analyzer (DIMATEC, Germany). After the reactor was emptied, it was flushed with ca. 15 mL of methanol to remove residual water adhering to the reactor walls. The water content of this methanol phase was analyzed by Karl Fischer titration (37 KF coulometer by Metrohm, Switzerland). Using this method, the water mass balance was closed to approximately 80−90%.
2.3. Experimental Design. The reproducibility of the experiments was tested at one set of fixed experimental conditions. The experiment was repeated three times at the standard conditions: 5 min (300 s) of reaction time, 470°C sand-bath temperature, an oxygen-to-fuel equivalence ratio of 1.2, and 10.0 MPa initial air pressure using undiluted fecal sludge (c TOC,0 = 9.8 mol TOC L
−1
). For the kinetic experiments, the reaction times were varied between 1.5 and 26 min (86−1572 s) at two different sand-bath temperatures (360 and 470°C), keeping the other standard conditions constant. The reaction times were chosen to yield reasonably distributed conversions over the range of 0−99%. The TOC concentration of the feed (3.9−9.8 mol TOC L −1 ) and the oxygen-to-fuel equivalence ratio (0−1.92) were varied and the other parameters fixed to standard reaction conditions. 2.4. Oxygen-to-Fuel Equivalence Ratio. The overall equation for the total oxidation of organic matter, assuming nitrogen-bearing organic compounds to be converted to NH 3 , is During HTO at temperatures of <550°C, biomass-bound nitrogen is transformed to NH 3 . 16, 22 Because the maximum reaction temperatures in this study reached 480°C, we assume NH 3 to be the oxidation end product. If N 2 is assumed as the oxidation end product, as is the case for reaction temperatures above 550°C, the stoichiometric amount of oxygen needed for complete oxidation is slightly higher than the ξ value calculated by eq 2 (ca. 5% higher for the nitrogen content of the fecal sludge used in this study). The ξ value, as defined by eq 2, is equal to the COD because, in the determination of the COD, NH 3 is also assumed as the final product of nitrogen-bearing organic compounds.
The oxygen-to-fuel equivalence ratio λ is calculated by
where m TS (kg) is the mass of total solids weighed into the reactor and n O 2 ,0 (mol) is the amount of oxygen available for the reaction. n O 2 ,0 was calculated from the initial synthetic air pressure, the oxygen content of the synthetic air, and the reactor volume available for the gas using the van der Waals equation of Figure 1 . Experimental setup used (left), adapted from Zoḧrer, 21 and exemplary temperature and pressure evolution (right).
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where p 0 (Pa) is the pressure in the reactor after synthetic air filling at ambient temperature T amb (K), R (J mol
is the universal gas constant, y O 2 ,0 is the oxygen molar fraction of the used synthetic air, and the van der Waals coefficients for air 23 ) is the sample volume. 2.5. TOC to CO 2 and CO Conversion. TOC is commonly used as an indicator for the reaction of organic compounds in the HTO process. In fecal sludge, organic carbon mainly appears as solid organic carbon (SOC) and DOC. SOC (e.g., cellulose, proteins) is first hydrolyzed into DOC, 10, 11 which is subsequently oxidized to CO 2 .
12,13 In our work, CO was detected as the intermediate product of DOC oxidation:
The evolution of the gaseous reaction products of TOC oxidation, i.e., CO and CO 2 , was used as an indicator for TOC conversion. The conversion of TOC was calculated as
where n CO 2 (mol) and n CO (mol) are moles of CO 2 and CO measured in the product phases, respectively. n TOC,0 (mol) is the amount of organic carbon contained in the reactant, calculated by
where w TOC (% by weight) is the mass fraction of TOC in the total solids of the fecal sludge, m TS (kg) is the mass of total solids that was weighed into the reactor prior to the experiment, and
) is the molar mass of carbon. The molar amount of carbon contained in the product gas in the form of CO 2 and CO was calculated by n CO 2 ,gas (mol) and n CO,gas (mol) are the amounts of CO 2 and CO contained in the product gas, respectively, n CO 2 ,dissolved (mol) is the amount of CO 2 dissolved in the reaction liquid. The amount of CO dissolved in the liquid phase was neglected because of its much lower solubility compared to CO 2 . y CO 2 (mol CO 2 mol gas
) and y CO (mol CO mol gas
) are the molar fractions of CO 2 and CO contained in the product gas measured by gas chromatography, respectively. T amb (K) and p amb (Pa) are the ambient temperature and pressure at the moment of the volume measurement of the gas. T amb was assumed to be 293.15 K, and p amb was assumed to be 0.1013 MPa. V gas (m 3 ) is the total volume of the product gas. β DIC (kg m ) is the molar mass of carbon. All DIC contained in the liquid product was assumed to be dissolved CO 2 and/or carbonates originating from the organic fraction of the feces. This assumption is supported by the fact that DIC was only detected in the liquid product when the CO 2 concentration of the product gas was ≥4.5 mol %. Any dissolved CO 2 and carbonates already present in the feces would add to the value of n CO 2 . Because the amount of inorganic carbon in the feces is small (approx. 5 % of total C; compare Table 1 ), this contribution was neglected.
2.6. Approximation of the Reaction Temperature Curves. The main part of the TOC was already decomposed to CO 2 and CO before the reaction temperature had reached steady state (i.e., T r = T sand ). The evolution of the reaction temperature T r (K) with time t (s) of each experiment was approximated by (11) where t ̅ (s) is the retention time of the reactor in the sand bath, t end (s) is the time when the reaction was assumed to have completely stopped (T r ≤ 300°C after the reaction). t end defines the overall reaction time (t r = t end ).
), and c cooling (K s −1 ) are constants that were determined by regression of the temperature evolution curves. All parameters were determined individually for each experiment.
KINETIC MODELING APPROACHES FOR
HYDROTHERMAL FECAL SLUDGE OXIDATION The experimental data were used to parametrize the four different kinetic reaction models summarized in Table 2 .
Model I (eqs 15 and 16) assumes that all TOC is directly decomposed to CO 2 only. Conversion of TOC to CO was not included in this model. The nonuniformity of the TOC decomposition rate (because of the individual reaction rates of different biomass compounds) was taken into account by applying a DAEM. A detailed description of the DAEM (distributed activation energies model) applied to HTO reactions can be found in the work of Vogel et al. 24 The fecal sludge TOC was assumed to consist of j individual compounds that react in j parallel first-order reactions with rate constants k i to CO 2 . The reaction order of oxygen was assumed to be zero. The Arrhenius expression was used for the calculation of the reaction rate constants:
with k 0 (s
) being the preexponential factor, E (J mol
) the activation energy, R (J mol
) the universal gas constant, and T (K) the reaction temperature (eq 11). i and m are indices for the reaction and model, respectively.
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The initial molar amounts of each TOC component at t = 0 [that were used to solve the ordinary differential equations (ODEs) (15) and (16) ] are given by
where n i,0 (mol) is the molar amount of a single carboncontaining reactant i in the raw material, n TOC,0 (mol) is the molar amount of TOC in the raw material, f 0 (E) is the approximated probability density function (PDF), and dE is the normalizing variable (equal to the class width of the distribution). The distribution of activation energies of the fecal sludge TOC was approximated by a Gaussian PDF:
) is the activation energy of an individual compound i,
) is the mean activation energy of the distribution, and
) is the variance of the distribution. Model II (eqs 17−19) assumes that the fecal sludge TOC is decomposed to CO 2 and to CO proceeding as two parallel first-order reactions with individual rate constants k 1,II and k 2,II , respectively. CO is oxidized to CO 2 in a consecutive first-order reaction (k 3,II ). The rate constants were calculated as shown in eq 12. The influence of the oxygen-to-fuel equivalence ratio was neglected in all equations. Two different cases were tested:
(a) All six adjustable kinetic parameters (k 0,1,II , k 0,2,II , k 0,3,II , E 1,II , E 2,II , and E 3,II ) were varied during the parameter optimization.
(b) Kinetic parameters for the oxidation of CO to CO 2 (k 0,3,II and E 3,II ) were fixed at values published by Helling and Tester, 25 who measured the first-order rate constants for CO oxidation in supercritical water. Only four parameters were varied (k 0,1,II , k 0,2,II , E 1,II , and E 2,II ).
Model III (eqs 20−22) assumes that the fecal sludge TOC decomposes in a simple first-order reaction (rate constant k 1,III ) into a fraction β of CO 2 and a fraction 1 − β of CO. β is assumed to be independent of the reaction conditions (i.e., temperature, oxygen-to-fuel equivalence ratio. etc.). CO is converted to CO 2 in a consecutive first-order reaction (k CO,III ). The rate constants were calculated as shown in eq 12. The influence of the oxygen-to-fuel equivalence ratio was neglected in all equations.
Model IV (eqs 23−25) assumes that the fecal sludge TOC is decomposed in j parallel first-order reactions (according to the DAEM) into a fraction β of CO 2 and a fraction 1 − β of CO (similar to model III). CO is converted to CO 2 in a consecutive first-order reaction (k CO,IV ). The rate constants for TOC decomposition (k 1,IV , k 2,IV , ..., k j,IV ) were calculated by eq 12. The initial molar amounts of each TOC compound were calculated by eq 13 assuming a Gaussian distribution of activation energies of the fecal sludge TOC (eq 14). Because of computation performance limits, the total number of TOC compounds was limited to 40 (j = 40). The interval width dE was set equal to σ/5, and the upper and lower boundaries of the PDF of the activation energies were set to E 0 + 4σ and E 0 − 4σ, respectively. The influence of the oxygen-to-fuel equivalence ratio was neglected.
Each of the presented models was best fitted to the experimentally obtained fractions of TOC converted to CO 2 ( ) ) by nonlinear least-squares regression. 
CO IV , 
with i being the index of the experimental data point and n the total number of experimental data points used for the fit. Equation 26 was minimized by iterative variation of the adjustable kinetic parameters (see Table 2 ) using the Simplex algorithm (function f minsearch in MATLAB) or the Pattern search algorithm (function patternsearch in MATLAB). Different sets of initial parameter values were tested to increase the certainty that the found minimal SSQ represented a global minimum. For a comparison of the models, the standard error of the estimate (SEE) was calculated by 27) where n is the total number of experimental data points used for the fit and p the number of adjustable parameters of the model. The ODE systems were solved analytically by transformation into linear functions. If an analytical solution was not possible (models II, III, and IV), the ODE systems were solved numerically using the ode45 function in MATLAB. Tables 3 and 4. A rapid reaction start, similar to an ignition, indicated by a reproducible sharp peak in the measured temperature and pressure curves was observed at around 300°C for experiments where the thermocouple for reaction temperature measurement was situated in the gas phase (Midtemp series; Figure 2 and Table 4 ). The maximum temperature reached up to 490°C. Peak temperatures increased with increasing oxygen-to-fuel ratio. Experiments where the temperature was measured in the liquid phase exhibited a similar peak in the pressure curve and a small peak (or no peak at all) in the temperature curve at 300°C. The temperature and pressure peaks are considered to be caused by a rapid gas-phase reaction. It is supposed that during the heat-up of the reactor (below 300°C) volatile compounds are formed that ignite in the presence of oxygen. Only a marginal carbon conversion was observed for experiments that were stopped before the ignition temperature was reached (Heiz 13; Table 4 ). Because no CO, H 2 , and CH 4 were detected at these conditions, we assume that some volatile organic compounds (e.g., lowmolecular-weight alcohols, aldehydes, carboxylic acids, ketones, etc.) are formed 10 and ignite around 300°C. The reaction kinetics are only slightly influenced by this (gas-phase) ignition because the temperature rise measured in the liquid phase, which contained the majority of the organic fraction, was very small.
Generally, increasing both the reaction temperature and reaction time increased the conversion of TOC to CO 2 . At both tested sand-bath temperatures (360 and 470°C), around 8% of the TOC was first converted to CO and consecutively oxidized to CO 2 . The oxidation rate of CO was considerably influenced by the reaction temperature. At 470°C sand-bath temperature, all of the TOC and CO was converted to CO 2 after ca. 25 min (1570 s). At 360°C sand-bath temperature, >99% of the TOC was decomposed, and there was still 6% carbon found as CO after 25 min (Table 4) . 
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The reproducibility of TOC conversions was assessed from three reproduced experiments at standard conditions (Rep 1−3 in Table 4 ) and was around 5% for the TOC to CO 2 conversion and 1% for the TOC to CO conversion. Uncertainties of all conversion data were also estimated by Gaussian uncertainty propagation from measurement uncertainties. The estimated uncertainties at standard conditions (6−7% for the TOC to CO 2 conversion and 0.5% for the TOC to CO conversion; Table 4 ) are in a range similar to that of uncertainties measured from the reproducibility test. The inaccuracy of gas composition measurement and inhomogeneity of the used feedstock were found to have the greatest influence on the reproducibility.
An increase of the oxygen-to-fuel equivalence ratio λ increased the conversion of TOC to CO 2 (Lambda 1−5 in Table 3 ). These findings are in accordance with the findings of Goto et al. 26 Formation of CO was insignificantly influenced by an increase of λ.
An increase in the feces dilution (or a decrease in the feed concentration) slightly decreased the conversion of TOC to CO 2 and slightly increased the TOC to CO conversion in those experiments where no coke and tar was formed (Dilute 2, 4, and 5; Table 3 and Figure 3 ). When coke and tar were formed (Dilute 1 and 3), the conversion of TOC to CO 2 was considerably lower.
Several authors reported a first-order dependence of the rate of TOC disappearance on the reactant concentration (i.e., TOC conversion is independent of the initial TOC concentration) for HTO of biomasses that are similar to fecal sludge, e.g., municipal sewage sludge, 4 dog food waste, 27 or biological sludge. 28 We tested whether the observed increase of conversion with the initial TOC concentration of our results (Figure 3 ) was statistically significant. An F test 29 was performed including values Dilute 2, 3, and 5 and Rep 1−3 (n = 6). Values that were associated with coke and tar formation (Dilute 1 and 3) were not considered for the test. The test was based on the null hypothesis that there was no significant linear trend (p = 2). At a level of 
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Article confidence of α = 5%, the null hypothesis was not rejected for both TOC to CO 2 and TOC to CO conversion. The increase of conversion with increasing TOC concentration is thus not supposed to be significant. This result justifies the assumption of a first-order dependence on the reactant concentration of the reaction rates for TOC disappearance in our work. When our data are compared to those of Price, 15 Goto et al., 4 and Shanableh and Gloyna 30 for other biological sludges, we find similar conversions of carbon at comparable reaction conditions. Price 15 observed minor formation of CH 4 and H 2 , aside from CO 2 and CO in their product gas. Miller and co-workers 19 found that the solids concentration of the feed had an influence on the temperature increase of the reaction. This could also provide an explanation for the slightly lower conversions observed for the experiments with a lower initial TOC content.
CO Formation and Subsequent Oxidation to CO 2 .
Little is known about the formation of CO from biological sludges under HTO conditions. Four main routes are conceivable:
(a) All organic carbon reacts first with oxygen to CO, which is then further oxidized to CO 2 in a consecutive reaction. CO would thus be the primary product and CO 2 the secondary one.
(b) CO is formed from the organic carbon in an independent reaction (with or without the involvement of oxygen), parallel to the formation of CO 2 from the organic carbon (eq 6). Both CO and CO 2 would then be primary products.
(c) CO is formed from CO 2 and solid carbon in a Boudouardtype equilibrium reaction: CO 2 + C ↔ 2CO.
(d) CO is formed via the reverse water−gas shift reaction:
Our data support route b because the CO yield increases later than the CO 2 yield (Table 4) . For route a, the CO yield would increase first, followed by an increase of CO 2 . Furthermore, in route a, a lack of oxygen (λ < 1) would result in large amounts of CO in the product gas. The highest CO concentration of 1.3 vol % was obtained in experiment V41 with λ = 0.6, along with a CO 2 concentration of 7.1 vol %. This carbon distribution is not compatible with that of route a for λ = 0.6, which would just be enough to convert all carbon to CO and only a small fraction further to CO 2 ; i.e., the CO concentration should in that case be much higher than the CO 2 concentration.
Route c is implausible because the high pressures in our experiments drive the equilibrium to the reactants, CO 2 and C. Because no solid carbon was found in most of the experiments, this pathway seems unlikely to have contributed significantly to the formation of CO. Route d is also dropped because CO would once more be a secondary product from CO 2 and thus exhibit a different trend. Furthermore, significant amounts of hydrogen would have to be formed first to drive this reaction toward CO and water.
Only a little formation of CO, i.e., 0.13 vol % or 10 times less than that for λ = 0.6, was observed under oxygen-free conditions (λ = 0). This suggests that oxygen is needed for the formation of CO from the organic carbon. The most probable explanation for CO formation is decarbonylation of organic intermediates, formed by the partial oxidation of organic carbon. Acetaldehyde is known to form CO under hydrothermal conditions. 31 Another likely candidate is formic acid. It is formed as an intermediate during HTO of sewage sludge. 26 It was further shown 32 to decompose to CO and H 2 O and to CO 2 and H 2 . Because hydrogen was not detected in any of our experiments, decomposition of formic acid to CO and water would be another plausible source for some of the measured CO.
4.1.3. Coke and Tar Formation. Coke and tar were formed especially when the p−T trajectory of an experiment crossed the vapor pressure curve of water (Figure 4 ). This happened, for example, when a low initial air pressure was applied or when the reactor loading was increased by the addition of water for dilution (experiments Dilute 1 and 3).
Tars are ill-defined high-molecular-weight compounds, and coke is a carbon-rich solid. Coke and tars are formed by repolymerization of liquefied organic compounds during thermal decomposition of biomass. Compared to other biomass compounds, both tar and coke are slowly decomposed during thermal treatment. 33 They are formed as byproducts of hydrothermal gasification processes 34 and of pyrolysis and dry gasification, 33 where no oxygen or only limited oxygen is available. In experiment Lambda 5 of this study, where no air was supplied (λ = 0; compare Table 3 ), no tar and coke formation occurred. At a λ value slightly below 1, tars and coke were formed (Lambda 3). These observations do not paint a clear picture of the reasons for coke and tar formation in our experiments. One explanation for coke and tar formation is that when the vapor pressure curve of water is intersected, all liquid water is vaporized, forming a "dry" biomass phase in the reactor. Because of the high reactor temperatures and slow reaction of oxygen with solid biomass, the biomass would be pyrolyzed, forming tars and coke. 
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The exact reasons for the formation of coke and tars were not further investigated in this study. Their formation can be avoided by applying a low ratio of water to air, i.e., a high initial air pressure and a small amount of water (water contained in the fecal sludge plus water added for dilution). The data points from experiments where tar and coke formation occurred were not included in the kinetic analysis.
4.2. Kinetic Analysis. 4.2.1. Kinetic Modeling of Hydrothermal Fecal Sludge Oxidation. The obtained conversion results from Table 4 were used for kinetic modeling. Data points from Table 3 were not included in the kinetic study.
Models I−III (Table 2) showed quick convergence when the Simplex algorithm (f minsearch) was used. Model IV only reached a global minimum when the Pattern search algorithm was used. Convergence was relatively slow because of a high number of iteration steps. Model I did not converge to a global minimum if only data points from experiments conducted at 470°C sand-bath temperature were used (Heiz series). Only local minima were found, resulting in implausible parameter values (e.g., activation energies of >200 kJ mol
−1
). Best-fit activation energies (models II and III) and mean activation energies (models I and IV), respectively, for TOC to CO 2 decomposition between 37 and 43 kJ mol −1 were obtained (Table 5) . Best-fit activation energies for TOC to CO decomposition were slightly higher, between 46 and 54 kJ mol . Models I and IV using the DAEM gave best-fit σ values between 2.2 and 3.8 kJ mol −1 . Models that included CO to CO 2 oxidation (II−IV) yielded activation energies between 101 and 110 kJ mol −1 for this reaction. Models III and IV that assumed a fractional TOC decomposition into CO 2 and CO yielded a best-fit β value of 0.907.
The highest prediction accuracy was achieved by model III (SEE = 0.0424; Table 5 ). The model curves smoothly fit the CO 2 and CO data points over the whole reaction time ( Figure 5 , model III). TOC-to-CO 2 conversion is slightly underpredicted at 360°C sand-bath temperature (t r = 300−400 s) and slightly overpredicted at 470°C sand-bath temperature (t r = 120−150 s). Model IIa achieves almost the same prediction accuracy (SEE = 0.0427) and exhibits similar deviations at the same retention times as model III. The prediction of model IV is slightly less accurate (SEE = 0.0485) despite its use of the DAEM. Models I and IIb showed the lowest prediction accuracy (higher SEE) compared to the other models, especially for TOC-to-CO 2 conversions of >90%.
The model prediction accuracy was slightly increased by increasing the model complexity (e.g., increase of the considered reaction paths) and the number of adjustable parameters. However, the use of DAEM did not increase the model accuracy. All models exhibit similar activation energies for TOC decomposition to CO 2 in the range of 37−43 kJ mol −1 , regardless of the model approach used, underlining the plausibility of the obtained values.
The lack of accuracy of model I is assumed to be caused by the neglected formation of CO. Because CO reacts relatively slowly, especially at lower reaction temperatures, the prediction becomes inaccurate after the main part of the TOC is decomposed (Figure 5 , model I).
The activation energies for CO oxidation to CO 2 in models IIa and III (101 and 101 kJ mol −1 , respectively) are slightly lower than the value reported by Helling and Tester 25 (112 kJ mol
). Vice versa, model IIb that uses this literature value exhibits a low prediction accuracy for longer retention times and higher conversions ( Figure 5 , model IIb). On the other hand, model IV exhibits an activation energy for CO oxidation (113 kJ mol −1 ) similar to the reported literature value of E CO . This indicates that the DAEM approach of model IV leads to an increase in the robustness of the model because it results in parameter values similar to accurately determined kinetic data for the single reaction of CO to CO 2 .
The β values obtained for models III and IV indicate that ca. 91% of TOC is converted to CO 2 and 9% of TOC is converted to CO in parallel reaction paths.
The oxygen-to-fuel equivalence ratio λ had a small influence on the rate of TOC conversion in the range of λ values studied, i.e., 1.2−1.9, with higher λ leading to a higher TOC conversion. We tried to include this influence in our kinetic models, with unsatisfactory results. The influence on TOC conversion was not well captured and extrapolation to λ values of <1 led to an unrealistic formation of CO. Thus, we decided to exclude any influence of λ on the rates of reaction in our models.
Comparison of the Observed Conversion
Results with the Literature Data. TOC conversions observed in this work were plotted against the predictions made by model III (Figure 6 ).
Additionally, model III was used to calculate conversions using the experimental conditions (t and T) published by other authors 26, 27, 30 and plotted against the conversions observed in those studies in the same figure.
Model III fits the experimental conversions of this work well except for experiments that are associated with coke and tar formation. This indicates that the model has poor validity if coke and tar are formed during the reaction because these products are not accounted for in the kinetic scheme. Model III shows a poor fit upon predictions of the conversions of municipal sewage sludge 26 and dog food. 27 TOC conversions of these substrates are generally underpredicted by the model. The prediction of model III for activated sludge 30 is accurate when conversions at reaction temperatures of 400−450°C are predicted. The fit for conversions at 300 and 343°C is poor.
The following activation energies for global first-order reaction models for TOC or COD conversions were reported by the 
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Article other authors: 76 kJ mol −1 (TOC) for supercritical water oxidation of municipal sewage sludge, 4 67 kJ mol −1 (COD) for wet oxidation of biological sludge 5 (not shown in Figure 6 ), 54 kJ mol −1
(COD) for wet oxidation of activated sludge, 28 and 97 kJ mol (TOC) for supercritical water oxidation of dog food. 27 The activation energies for TOC decomposition obtained in this study, between 37 and 43 kJ mol −1 , are lower than these literature values. This explains the poor prediction of model III for some of the experimental points for other substrates in Figure 6 .
The most obvious explanation would be that all of these sludges exhibit a different reactivity during HTO. Different ratios of the main constituents, i.e., carbohydrates, proteins, lipids, etc., lead to different overall reactivities. A further reason for the deviations could be that the sludges used in the other studies underwent a pretreatment (e.g., aerobic/anaerobic digestion).
Easily degradable compounds would be eliminated by these pretreatment steps, causing a change of the overall activation energy in a global kinetic model. However, Shanableh and Imteaz 35 showed that anaerobic sludge treatment had almost no influence on the first-order HTO reaction kinetics, i.e., activation energy. Another reason for the deviations is the limited range of λ values, i.e., around 1.2, used in our experiments, whereas values as high as 2 were used in the other studies. The influence of the oxygen concentration on the reaction rates should thus be incorporated into the rate expressions of the kinetic model in future work.
Furthermore, important contributions to the deviations between our model predictions and the data of other authors shown in Figure 6 are the different methods for calculating conversion. While in our study conversion is calculated from the CO and CO 2 formed, Figure 5 . Conversion of TOC to CO 2 and CO over reaction time: experimental data (symbols) from Table 4 and model predictions (lines) using best-fit parameters from Table 2 for the four models I−IV.
Article the unconverted TOC or COD was used in other studies. Depending on how the samples were drawn and worked up, small solid particles suspended in the solution would not be included in the TOC or COD analysis. We have compared some of our conversion data using the method with CO and CO 2 versus the method with the unconverted DOC and found a significant difference, on the same order of magnitude as the differences shown in Figure 6 . It is therefore important to apply our model for predicting conversion data corresponding to CO and CO 2 yields and not to unconverted carbon in the liquid phase.
Vogel et al. 24 used the data of Goto et al. 4 (SCWO of municipal sewage sludge) and adjusted a DAEM using a Gaussian PDF. A mean activation energy for TOC decomposition of 29 kJ mol −1 and a σ value of 10.9 kJ mol −1 were obtained. The two models using the DAEM approach in this study (models I and IV) exhibit a relatively small breadth of the PDF with σ values of 2.2 and 3.8 kJ mol −1 . A detailed analysis of the reaction intermediates would be needed to understand the relatively narrow range of reactivities during HTO of feces. Because of this narrow range, the models with a single reaction approach for TOC decomposition (models II and III) are able to predict the experimental data with an accuracy similar to that of the models using a DAEM.
4.3. Influence of the Rate of Oxygen Mass Transfer on the Measured Reaction Rate. At conditions below the critical point of water (T < 374°C and p < 22.1 MPa), the majority of oxidation reactions are supposed to occur in the liquid phase among dissolved compounds. Because the reactor content was not agitated, oxygen had to diffuse from the gas phase into the liquid phase to be able to react with the organic material. Thus, the measured reaction rates might be limited by the oxygen masstransfer rate. At supercritical conditions, the components are assumed to be completely mixed in a single-phase, homogeneous fluid because of the complete miscibility of organic compounds and gases with supercritical water. 36 Therefore, oxygen transport should not play a role. To ensure that the measured reaction rates were not limited by the oxygen transport at subcritical conditions, the oxygen mass-transfer rate was estimated using literature values and compared to the observed rate of oxygen disappearance.
The hypothesis of oxygen-transport limitation can be rejected if the following condition is fulfilled: ) is the maximum oxygen mass-transfer rate from the gas phase to the liquid phase. According to the two-film theory, the oxygen mass-transfer rate is calculated by
] is the volume-specific oxygen mass-transfer coefficient, ) is the volume of the reacting phase depending on the reactor temperature and pressure. For simplification, the reacting phase (fecal sludge) was considered to be pure water. The oxygen concentration at the liquid−gas interface, c O 2 *, was taken as the oxygen solubility in water calculated with Henry's law. 37 To determine the maximum oxygen mass-transfer rate, a fast reaction in the liquid phase was assumed, leading to c O 2 = 0.
k L a was estimated using a correlation determined by Foussard: . For this study, eq 30 was extrapolated to 374°C and to a rotational speed of 0 min The highest oxygen reaction rates were observed in the experiments conducted at 470°C sand-bath temperature. Between the reaction start at around 300°C and before the critical point of water (374°C) is reached, fast oxidation reactions occur in the two-phase system, indicated by the high TOC conversion rates. In this region, the calculated oxygen mass-transfer rate is higher than the oxygen reaction rate (Figure 7) . Below ca. 280°C, the oxygen mass-transfer rate is smaller than the measured rate of oxygen consumption. Because at these temperatures almost no conversion of TOC takes place, the influence of oxygen transport on the kinetic parameters is minimal.
CONCLUSION
TOC contained in fecal sludge is decomposed to CO 2 and CO as within minutes in supercritical water in the presence of stoichiometric amounts of oxygen at temperatures below 480°C. (Table 5 ) at given reaction conditions: this study [•; X TOC = (n CO 2 + n CO )/n TOC,0 , T < 470°C, and λ = 0−1.9], municipal sewage sludge 4 (×; X TOC = 1 − n TOC,end /n TOC,0 , unstirred batch reactor, T = 400−500°C, and λ = 2.0), activated sludge 30 ( □ ; X COD = 1 − n COD,end /n COD,0 ), unstirred batch reactor, T = 300−450°C, and λ = 2.1), and dog food waste 27 (∇; X TOC = 1 − n TOC,end /n TOC,0 , unstirred batch reactor, and λ = 2.0).
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Article CO is suggested to be formed by decarbonylation of organic compounds, such as acetaldehyde or formic acid, independent from CO 2 . The reaction temperature and oxygen-to-fuel equivalence ratio affect the decomposition rate of TOC most. Dilution of fecal sludge has no significant effect on the conversion. Formation of coke and tar observed under certain reaction conditions is avoided by adjusting the reaction conditions (amount of water in the reactor and initial air pressure). A limitation of the measured reaction rates by oxygen mass transfer is ruled out.
The proposed reaction models II−IV are able to accurately model the TOC decomposition indicated by CO and CO 2 evolution with a reasonable level of model complexity. Neglecting CO formation (model I) is an oversimplification that is only acceptable for high temperatures and long reaction times. The use of the DAEM approach increases the model complexity and number of adjustable parameters. The prediction accuracy is not increased significantly for the range of conversions studied because the breadth of reactivities in fecal sludge is small.
A further improvement of the model's ability to predict a wider range of operating conditions should include experimental data at higher temperatures (>470°C) and higher oxygen-to-fuel equivalence ratios (>1.9). The influence of the latter should be analyzed in more detail, and the rate expressions should be extended to include a term for λ or n O 2 . Validation of the model predictions with different fecal sludges would also extend the applicability of this work.
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